WAKE Uup 10 SMOKE ALARMS_

Tenant Checklist

Landlords are required to have smoke
alarms installed in rental properties

What do you need to do?

v' Ensure smoke alarms are installed. |If they are not installed
contact the owner or agent.

v' Ensure you test and clean each smoke alarm in the dwelling every
12 months. This can be done by pressing the test button located
on the alarm. There are some alarms that can be tested in other
ways.

v" During your tenancy you are required to replace each battery that
is flat or is almost flat. Smoke alarms will produce a fault signal at
least once every minute over 7 days to warn that the battery is
about to fail. Often this is a chirping sound.

v" Clean each smoke alarm every 12 months. This usually requires
cleaning with a vacuum cleaner or broom to remove debris (e.g.
dust and cobwebs) that would restrict smoke entering the alarm.

v"  If you become aware that a smoke alarm in the rental property is
not working, other than because the battery is flat, you must
advise the landlord or agent as soon as possible. It is the
landlord’s responsibility to replace it.

x Do not remove a smoke alarm.

x Do not remove the battery from the smoke alarm, other than to
replace it.

% Do not do anything to reduce the effectiveness of the smoke
alarm (e.g. paint it).

For further information about your obligations refer to the Queensland
Fire & Rescue website www.fire.gld.qov.au




